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Plot 606 
· Plot 606 was partly destroyed by winter storm „Friederike“ on 15th of January 2018.
	3 of 5 trees of which stemflow was sampled, were uprooted or broken,  
the device was destroyed. Due to financial and working capacitiy reasons stemflow measurment was interrupted until end of 2019.
· Throughfall samplers were destroyed as well. To get at least some data, samples and quantity of throughfall were derived from less then 15 samplers as mentionned in DEM-file „other_observations“.
· From  070518 on 27 new througfall samplers were installed at a new site of the stand which seemed to be representativ for the new stand situation.

Plot 611
· Intensiv monitoring on plot 611, oak plot, was given up because of attack of „Thaumetopoea processionea“ and the herewith involved risk for the staff.

All Plots
· Ca and Mg concentrations in water samples were altered by  filtration with black ribbon paper filters. These filters have been used in Lower Saxony since the early 80ies, in Hesse and Saxony-Anhalt since 2006, and in Schleswig-Holstein since 2012. The degree of adsorption of these elements increases with pH, and is dependent on the amount and the ionic strength of the filtered solution.
· Since 2020, 0.45 µm nylon membrane filters are used which have no effect on the composition of the solution. It might be possible to estimate correction factors after the evaluation of the data from 2020.

