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Soil Solution Collection and Analysis

The realization of the intensive monitoring program in Bulgaria was organized in 3
stationary areas. The stations are equipped with installations collecting soil waters.
The number and depth of which are installed collectors are as follows:

» Vitinia

The lysimeters were installed at 8 locations around the trees numbered from 1 to 8
on 2 depths. We have 8 samplers on 1st depth (-0.45 m) and 8 samplers on 2nd
depth (-0.75 m).

For each sampling depth is made and analyze a mixed sample (8 replications).

= Staro Oriahovo

Lysimeters were positioned near the trees. Near the trees numbered 1,2, 3, 7 and 8
lysimeters were installed at 3 depths. Near the trees with numbers 4, 5 and 6 are
installed at 2 depths. The exits are marked with 1, 2 or 3 black bands corresponding
to the depths:

1st depth (-0.20 m} — 8 samplers

2nd depth (-0.85 m) — 8 samplers

3th depth (-1.10 m) — 5 samplers

For 1st and 2nd sampling depth is made and analyze a mixed sample (8 replications)
and for 3th depth - a mixed sample (5 replications).

* Yundola

Lysimeters were installed at 7 locations around the trees numbered 1, 2, 3, 4 and 5 at
3 depths. The exits are marked with 1, 2 or 3 black bands corresponding to the
depths:

1st depth (-0.25 m) — 7 samplers

2nd depth (-0.40 m) — 7 samplers

3th depth (-0.65 m) — 7 samplers

The frequency of collection and analytical methods are adopted according to the
Manual. The samples of soil solutions were analyzed for all mandatory parameters,
according the Manual. The sampling frequency is 2 times per month. The analyzed
parameters and analytical methods are presented in the table:

Sequence| Parameter | Units Standardized internal

number methods for analysis | Detection limit

1 pH BAC 17.1.4.27-80




2 Conductivity | mS/cm EN 27888 0.5
3 Alcalinity peq/l EN ISO 9963-1 0.4
4 S-S0, mg/i BBM Ne 205 0.36
5 Ca mg/| ISO 6058 2.00
6 Mg mg/| 1ISO 6059 0.50
7 N-NO3 mg/l ISO 7890-3 0.0024
8 K mg/l | BAC EN ISO 14911-2002 0.3




